UAANDERAAL CALIBRATION CERTIFICATE

Form No 857, Feb 15th 2017

a xylem brand

. Product: Oxygen Optode 4831
Certificate no: Oxygen Optode 4831_504_147227 Serial no: 504
FoillD: 1517 Calibration date:  23.04.2018

2-POINT RECALIBRATION, OXYGEN OPTODE

- This is to certify that this product has been calibrated and verified using the following reference
equipment:

339
Serial No. 802055 and Serial No. 849156
Serial No. A7C678
Serial No. 44076

Specification
0-500 pM 0-120% -5t +40°C
<18uM or+5% 1) 5% 2 +0.03°C 3

— < 25 seconds < 25 seconds <2 secpnds l

1) Requires salinity compensation for salinity variations > 1mS/cm, and pressure compensation for pressure > 100meter
2) Within calibrated range 0 - 120% / 0 - 30°C
3) Within calibrated range 0 - 36°C for standard version and 0 - 30°C for multipoint version

Calibration points and readings:

Air Saturated Water Zero Solutlon NaZSO3)

31.96 62.11
9.99 22.18

Giving these coefficients

— -2.504709E+00 1.095553E+00

With following settings

' 0.00000E+00  0.00000E+00  0.00000E+00  0.00000E+00 0.00000E+00  0.00000E+00 0.00000E+00

—‘ 2.500000E-02  1.000000E+00  0.000000E+00  0.000000E+00

-: 2.360627E+01 -3.062251E-02 2.808882E-06 -4.221772E-09  0.000000E+00  0.000000E+00

—' = 0.00

Date:23.04.2018

Sr. Repair Technician
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